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Aquarius Universal

• Suitable for indoor operation
• Flat priming and quiet
• Complete range equipped with thermal switch
• Easy mechanical adjustment

Starting with Aquarius Universal 440
• Suitable for outdoor operation (except Aquarius Universal 440i)

Starting with Aquarius Universal 600
• Suitable submersed or dry-installed

For statuary fountains & decorative fountains

Application examples: Aquarius Universal pumps are ideal for small bubbling stones, statuary and decorative fountains
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Product details

Technical data

Aquarius
Universal

440i

Aquarius
Universal

440

Aquarius
Universal

600

Aquarius
Universal

1000

Aquarius
Universal

1500

Aquarius
Universal

2000

Dimensions (L x W x H) mm 49 x 53 x 55 98 x 57 x 62 125 x 80 x 75

Rated voltage 230 V / 50 Hz

Power consumption W 5 7 15 18 25

Power cable length m 1.50 10.00

Net weight kg 0.24 0.90 1.06 1.40 1.46 1.38

Guarantee (+ request guarantee) years 2 3 + 2

Max. flow rate l/min 7 10 17 25 33

Max. flow rate l/h 440 600 1,000 1,500 2,000

Max. head height m 0.75 1.20 1.50 1.80 2.00

Connection, pressure-side 13 mm 1/2"

Connection, suction-side – 1/2"

Connection for hoses 1/2" 1/2", 3/4", 1"

Filter intake surface cm² 20 45 75

Electronic adjustment no

Number of nozzles unit –

Telescopic nozzle extension –

Set-up type underwater installation only suitable submersed or dry-installed.

Item no. (GB-Version) – 36746 36977 36980 36983 36978

Item no. 36673 36726 36975 36950 36951 36953

Suction and regulating duct
of the Aquarius Universal 600 - 2000.

Flow-rate regulator 
of the Aquarius Universal 440. Extras

Top 3 sales arguments
• High performance, minimal space 

 requirements
• Flat priming and extremely quiet
• Suitable indoors and outdoors

Recommendation
The small pumps are ideal for small 
 bubbling stones, statuary fountains 
and decorative fountains of any type.

Equipped with optional »OASE LED 
light rings«, they become the highlight
in the evening garden.

* Aquarius Universal 440i

** Aquarius Universal 600 – 2000

** *****

Aquarius Universal 440/440i – 2000
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Pump performance curves compared see p. 192 – 193
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