Gusher® Titan

Powerful, Lightweight Bilge And Waste Pump

* High flow rate: 105 Itrs (28 US gals) per minute

*  Clamp ring easly ramoved lor pump head rotation and quick maintenance
* Tough, lightweight (1.5 kg / 3.3 Ibs) proven design

* Bulkhead and thru deck modsls

e Suitable lor use on boats over 12 m (40 ft)

Typical Uses

* Emergency bilge purmp out
e Holding tank pump out

e Tailet flush

Model Specifications

Model Standard Thru Deck / Bulkhead
Product Code BP4402 BP4410
e I ONY
b 15 K9 (83 1og) 185 Kk (4.1 109
Hose Connactinns 88 mm (14") Smooth Hoso Cennections
e Purmp Body: Glass-filledt Polypropylens, Glamp Ring: Acetal
Diaphragm and Velves: Neoprens, (Nitrie antian avallable)

Operating Lever: Glass-tlled Nyion, Galer: EFDM
Faslonons: Siiness Steel

f

Glass-filed Polypropylone, Acetal, Naoprens, Nitrile
AKA4400 - Neoprene Parts
AKI419 - Nitrlle Parts for Oll and Diesel
Contains: Diaphregn, Valvas, Seals

DP8g04 - Dock Plate Kit
AS4406 - Spare Handle

am (12,5 1)
4m(3.5Mn)

Performance Data

BP4402 / BP4410 BP4402 / BP4410
Tiicton T m @) 2m (6)
05 m (1.5 1) 05m (151
67 s (18:US gals) 65 lirs (17 US gals)
105 Itrs (28 US gals) Q8 Itrs (26 LS gals)

Skin fitting 38mm (11/2')SF5425

Gusher Titan pump

I mounted on bulkhead

Typical
Instailation

Strumbox/Bilge strainer
. ©/w non return valve
top entry SB5865

f side entry SB4222

o
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